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MOP CHECHtO

.  CZESC OPISOWA

1. WSTEP

1.1 Przedmiot opracowania.
Przedmiotem niniejszego opracowania jest Projekt Architektoniczno - Budowlany budowy sieci
wodociagowej dla parkingu na terenie Migjsca Obstugi Podréznych (MOP) Chechio przy autostradzie

A4 Wroclaw - Katowice

1.2 Podstawa opracowania.

Podstawa opracowania Projektu Budowlanego jest umowa nr 03021/PD zawarta pomiedzy
Generalng Dyrekcjg Drég Krajowych i Autostrad Oddziat w Opolu a Krakowskim Biurem Projektow
Drog i Mostéw, Krakoéw , ul. Mogilska 25.

Inwestorem zamierzenia budowlanego jest Generalna Dyrekcja Drég Krajowych i Autostrad
Oddziat w Opolu, ul. Niedziatkowskiego 6.

1.3 Materialy wyj$ciowe

- Rozporzadzenie Ministra Transportu i Gospodarki Morskiej z dnia 2 marca 1999r
w sprawie wartinkéw technicznych, jakim powinny odpowiadaé drogi publiczne i ich
usytuowanie (Dz.U. Nr 43 poz. 430 z dnia 14 maja 1999r.)

- Ustawa z dnia 7 lipca 1994 r. Prawo budowlane,

- Rozporzadzenie Ministra Infrastruktury z dnia 3 lipca 2003 w sprawie szczegolowego
zakresu i formy projektu budowlanego (Dz.U nr 130, poz 1133),

- Decyzjio Ustaleniu Lokalizacji Autostrady Platnej A4, w obrebie wojewddztwa
katowickiego (obecnie $lgskiego), Ar.llI/1-3/7331/1/96 z dnia 8.10.1996 r wydanej przez
Wojewode Katowickiego (obecnie Slaskiego), '

- Obowigzujace Rozporzadzenia, normy, wytyczne i przepisy szczegélowe,

- Uzgodnienia branzowe

1.4 Cel i zakres opracowania

Projekt Budowlany w skiad ktorego wchodzg Projekt Zagospodaroyvania Terenu
i Projekt Architektoniczno - Budowlany stanowi podstawe do wydania pozwolenia na budowe.
W zakres opracowania wchodzi:

- budowa korpusu platformy parkingu

- budowa drég manewrowych

- budowa miejsc postojowych dla samochodéw osobowych, cigzarowych

- budowa budynkoéw sanitariatow

- budowa zadaszen miejsc wypoczynku

- budowa i przebudowa urzadzen obcych,
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budowa urzadzeni ochrony $rodowiska i infrastruktury drogowej

ZAWARTOSC PROJEKTU BUDOWLANEGO
i opracowan zwigzanych

Numer tomu Temat opracowania

PROJEKT ZAGOSPODAROWANIA TERENU (PZT)

1/01 Projekt zagospodarowania terenu
PROJEKTY ARCHITEKTONICZNO - BUDOWLANE (PAB)
2 DROGI
/01 Parkingi i drogi manewrowe
3 ORGANIZACJA RUCHU
/01 Organizacja ruchu — na parkingach
4 ODWODNIENIE
/01 Kanalizacja deszczowa i urzadzenia oczyszczajgce
-5 URZADZENIA SANITARNE
101 Budowa sieci wodociagowej
/02 Budowa sieci kanalizacyjnej sanitarnej
6 ENERGETYKA
/01 Oswietlenie terenu MOP-u
/02 Budowa linii niskiego napiecia dla zasilania obiektow
7 TELEKOMUNIKACJA
/01 Budowa linii teletechnicznych
8 ZIELEN
/01 Projekt zieleni
9 BUDYNKI
/01 Budynek WC
/02 Zadaszenia dla miejsc wypoczynku
10 RAPORT ODDZIALYWANIA INWESTYCJI NA SRODOWISKO
11 GEOTECHNICZNE WARUNKI POSADAWIANIA OBIEKTOW BUDOWLANYCH

Niniejszy projekt Architektoniczno — Budowlany dotyczy czesci:5 URZADZENIA SANITARNE,

5/01 Budowa sieci wodociggowej
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Zakres i forma projektu budowlanego jest zgodna z wymaganiami zawartymi
w Rozporzadzeniu Ministra Infrastruktury z dnia 3 lipca 2003 r. w sprawie szczegdtowego zakresu

i formy projektu budowlanego (Dz. U. nr120 poz. 1133) oraz w Ustawie Prawo Budowlane z dnia
07.07.1994 (Dz. U. nr 89, poz.414).

1.5. Opinie i uzgodnienia.

Kopie opinii, uzgodnien, pozwolen oraz innych stosownych dokumentéw zostaty

zamieszczone w tomie 1/01.

2. STAN ISTNIEJACY

W rejonie projektowanego MOP-u istnieje sie¢ wodociagowa z rur PE 100 SDR 11 PN16
$110x10mm. Sie¢ zakornczona jest hydrantem w pkt. WCH1 w rejonie proj. drogi Ch2 w km 0+836,0.

3. ROZWIAZANIE PROJEKTOWE

Zaprojektowano wodocigg z rur PE80 SDR11 PN12,5 ¢110x10mm o dtugosci 169,0m. W pkt. WCH1
istniejgcy hydrant z zasuwg DN8O nalezy zdemontowac¢ i zamontowaé na projektowanym odcinku za
pkt. WCH3 na konicu odcinka — Hp z3. Za punktem WCH2, za wigczeniem przylacza do WC,
zaprojektowano zasuwe odcinajgca kotnierzowa DN100.

Przytgcze zasilajgce pawilon WC zaprojektowano z rur PES80 SDR11 PN12,5 $50x4,6mm o diugosci
L=73,0m od pkt. WCH2. Na odejsciu od przewodu gtéwnego zaprojektowano zasuwe kombinacyjng
DN1” do przytgczy domowych z opaska i zlaczka dla rur PE80¢50mm — z2.

Przytacz wodociggowy zakoriczono na zaworze giéwnym w budynku.

Doprowadzenie wody do stanowiska zlewni Sciekéw sanitarnych dla autokaréw zaprojektowano z rur

PE80 SDR11 PN12,5 ¢32x3mm o diugosci L=9,50m od pkt. WCH3. Na przytgczu zastosowano
zasuwe kombinacyjng DN1” do przytgczy domowych z opaska i ztgczka dla rur PE8O $50mm — Z4.
Przy stanowisku zaprojektowano postument betonowy, w ktérym umieszczono szafke hydrantowg typ
25. W szafce zamontowano zawér zwrotny DN25 wraz ze zigczka do weza. Przed postumentem

zaprojektowano dodatkowo zasuwe odcinajacg DN1” — z5 do zgrzewania.
4, ZASTOSOWANY MATERIAL

Rury przewodowe
Zastosowano rury PE80 SDR11 PN12,5
- dla ciggu gtéwnego $110x10mm

- dla przytaczy do pawilonu WC $50x4,6mm
- dla przytaczy do stanowiska zlewni Sciekdw dla autokardw $32x3mm
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5.  MONTAZ WODOCIAGOW

taczenie rur PE 80 SDR 11 o érednicy do 63 mm poprzez zgrzewanie elektrooporowe. taczenie rur
PE 80 SDR 11 o $rednicy powyzej 63 mm poprzez zgrzewanie doczolowe. Zmiana trasy wodociagu
przy pomoacy ksztattek i przez wykorzystanie elastycznych wiasnosci tworzywa przy zachowaniu
odpowiedniego promienia giecia.

Wszystkie prace zwigzane z montazem i uktadaniem wodociggéw w wykopach powinny by¢é
przeprowadzone w taki sposéb, aby nie powodowaly zanieczyszczenia wnetrza, uszkodzen oraz
wystepowania nadmiernych napigé na odcinkach przewodéw rurowych. Po utozeniu wodbciggu w
wykopie nalezy sprawdzi¢ glebokos¢é i jakosé uozenia.

Rury nalezy ukiada¢ zgodnie z instrukcjg producenta.

6. UZBROJENIE WODOCIAGU

Na przewodzie DN110 zastosowano zasuwy DN100 kotnierzowe.

Na przytaczu DN50 do pawilonu WC zastosowano zasuwe kombinacyjng DN 1” z opaska do
nawiercen i zigczka dla rur PE ¢50mm firmy Hawle.

Dla przytgczy DN32 do stanowiska zlewni $ciekéw sanitarnych dla autokaréw zastosowano zasuwy
DN1" do nawiercen i ztaczkg dla rur PE $32mm firmy Hawle.

Na przytaczu dla zlewni sciekéw, przed postumentem betonowym, zaprojektowano zasuwe DN1” dla
przylaczy domowych do zgrzewania.

Wszystkie zasuwy wyposazono w teleskopowg obudowe trzpienia i skrzynke uliczng

Przy stanowisku dla zlewni zaprojektowano postument betonowy z wneka ocieplong na szafke z
zaworem zwrotnym DN25 j zigczka do weza.

Istniejgcy hydrant z zasuwg DN8O zostanie przeniesiony z pkt. WCH1 za pkt. WCHS3.

7. ROBOTY ZIEMNE

Trasg wykopow nalezy wyznaczy¢w oparciu o czgs¢ rysunkowa i lokalizacje punktéw zatomu. Wykopy
nalezy prowadzi¢ o Scianach pionowych umocnionych. Roboty ziemne wykonywaé recznie pod
nadzorem uzytkownika sieci wg PN-B-10736:1999 i PN-B-06050:1999 oraz zgodnie z wymaganiami i
badaniami dotyczacymi warunkéw bezpieczenstwa pracy.

Wydobywang ziemig nalezy skiadowaé wzdtuz krawedzi umocnionego wykopu w odlegtosci nie mniej
niz 1,0 m od jego krawedzi, aby utworzy¢ przejscie wzdiuz wykopu. Przejscie to powinno byé stgle
oczyszczane z wyrzucanej ziemi.

Przygotowanie wykopu do utozenia wodociggu wigze sie z wyprofilowaniem dna wykopu do rzednych
okreslonych na profilu podtuznym (rys. nr 3). Wodociag nalezy ulozyé na zageszczonej podsypce z
piasku grubosci 20 cm. Rury nalezy obsypa¢ z zageszczeniem piaskiem do wysokosci 50 cm ponad
wierzch rury, z zageszczeniem obsypki z bokow rury.

W celu odwodnienia wykopow nalezy zastosowa¢ dodatkowo podsypke filtracyjng z posp6tki lub zwiru
grubosci 15 cm z sgczkiem z jednosciennych rur z polipropylenu ¢ 5 cm, oraz studzienkami
drenazowymi w dnie wykopu rozstawionymi co ~50.0 m. Odprowadzenie wody z wykopdw pompami
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przeponowymi [ub spalinowymi poza zasieg rob6t ziemnych. Na obsypce nalezy ulozyé tasme
znacznikowg z paskiem z folii aluminiowej. Zasyp wodociggéw nalezy wykonywaé gruntem sypkim bez
kamieni warstwami grubosci 20 cm z ubiciem kolejnych warstw. W rejonie korpusu drogi zbiorczej
zasyp wykonac w technologii przewidzianej jak dla robét drogowych do rzednej proj. drogi.

8. ROBOTY WYKONCZENIOWE

Po zmontowaniu wodociggéw nalezy wykonac proby szczelnosci na poszczegolnych odcinkach
zgodnie z PN-B-10725 grudzien 1997.

Po pozytywnej probie wodociagi nalezy przeptukaé i zdezynfekowaé. Po probie wode wypuscic¢ do
okolicznych rowéw i zagtebien terenowych. Jezeliposzczegéine odcinki bedg piukanie wczesniegj
chlorowang woda, nie bedzie wymagane ich chlorowanie.

Po wyptukaniu probki wody nalezy poddac testowi bakteriologicznemu przez Terenowg Stacjg San.
Epid. ‘

Po przeprowadzonej probie nalezy przystapi¢ do potgczena z istniejgcg siecig wodociggows za
pomocg ksztaitek.

Po utozeniu wodociagu w wykopie nalezy dokonac¢ geodezyjnej inwentaryzacji powykonawczej.
Wszelkie prace zwigzane z przebudows sieci wodociggowej nalezy prowadzié¢ pod nadzorem jej
operatora zgodnie z obowigzujgcymi przepisami i normami.

9. OBLICZENIOWY PRZEPLYW WODY DLA OBIEKTOW MIEJSCA

OBSLUGI PODROZNYCH
- podstawa PN-92/B-01706

MOP | CHECHtO

e Budynek WC
Zapotrzebowanie wody zimnej:

- miska ustepowa - 6szt.x0,13=0,781/s
- pisuar - 2szt.x0,30=0,601/s
- umywalka -10szt. x 0,07 = 0,70 I/s
- prysznic - 1szt.x0,15=0,151/s
- zawor czerpalny ze ziaczkg doweza dn 0,15 - 7szt.x030=2101/s

tacznie q, = 4,331ls
Zapotrzebowanie wody cieptej
- umywalka -10szt. x0,07=0,70 /s
- prysznic - 1szt. x0,15=0,151/s

tacznie g, = 0,851I/s
Ogdétem Zg,= 5,181/s
Q=0,4 (2q,)>* + 0,48 [I/s]
Q=0,4x5,18"% +0,48
Q=1451/s
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10.

UWAGI

Prace przy wykonaniu wodociagu z PE nalezy wykonaé zgodnie z Warunkami technicznymi
Wykonania i Odbioru rurociagéw z tworzyw sztucznych oraz wytycznymi od producenta;
Wykonawca zobowigzany jest wykona¢ we wiasnym zakresie plan Bezpieczenstwa i Ochrony
Zdrowia oraz projekt organizacji rob6t ze szczegélnym uwzglednieniem BHP wg Dz.U. 2003 nr
47 poz. 401;

Wszelkie prace zwigzane z przebudowg odcinkow wodociggéw nalezy prowadzi¢ pod
nadzorem operatora sieci oraz zgodnie z obowigzujacymi normami i przepisami;

Termin rozpoczeci robét montazowych nalezy zglosié do operatoréw sieci min. 2 tygodnie
wczesniej;

Przed przystapieniem do wykonania robét Wykonawca powinien powiadomi¢ operatoréw
pozostatego uzbrojenia nadziemnego i podziemnego;

W miejscach z duzg iloscig uzbrojenia podziemnego nalezy wykonaé prébne przekopy
poprzeczne w celu doktadnego usytuowania przewodéw i ewentuainej korekty tras
projektowanych sieci lub dokonania specjalnych zabezpieczen przewoddw w przypadku zbyt
bliskich odlegtosci miedzy nimi niezgodnych z przepisami;

W przypadku napotkania w trakcie wykonywania robét na uzbrojenie niezinwentaryzowane
nalezy uzbrojehie to zabezpieczy¢ i powiadomi¢ operatora;

Wszelkie napotkane urzadzenia energetyczne nalezy traktowaé jako czynne, bedgce pod
napieciem i grozgce porazeniem;

Po wykonaniu montazu wodociaggu w wykopie nalezy wykonaé geodezyjng inwentaryzacje

powykonawcza.

Opracowata: mgr inz. Krystyna Gutowska
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L. DESCRIPTION

1. INTRODUCTION.
1.1. Subject of design.

The subject of this document is the Architectural-Building Design for construction of storm drainage
system for parking lot at Service Areas (MOP) Chechlo beside the A4 Motorway Wroctaw - Katowice

1.2. Basis of design

The basis for production of the Building Design is the Contract no 03021/PD concluded between
General Directorate of National Roads and Motorways Division in Opole and Krakowskie Biuro
Projektow Drog i Mostéw, Krakéw, ul. Mogilska 25.

The Investor of the construction project is General Directorate of National Roads and Motorways

Division in Opole, ul. Niedzialkowskiego 6.

1.3. Source materials

- Ordinance of the Minister of Transport and Maritime Economy of 2 March 1999 concerning
technical conditions that shall be fulfilled by public roads and their location (Dz.U. No 43 item 430
of 14 May 1999)

- Building Law Act of 7 July 1994,

- Ordinance of the Minister of Infrastructure of 3 July 2003 concerning detailed scope and form of
the building design (Dz.U no 120, item 1133),

- Decision on Location of the A4 Toll Motorway in the territory of Katowickie Voivodeship (currently
Slaskie Voivodeship) no Ar.I11/1-3/7331/1/96 of 8.10.1996 issued by Katowickie Voivode (currently
Slagskie Voivode).

- Binding ordinances, standards, instructions and detailed regulations

- Branch agreements.

1.4. Objective and scope of design

The Building Design including Land Development Design and Architectural-Building Design is the basis
for issuance of the building permit.

The design comprises:
- construction of the parking lot platform

- construction of manoeuvre roads

- construction of parking places for passenger cars, heavy vehicles and buses

- construction of toilet buildings

- construction of roofing for rest areas

- construction and reconstruction of public utility services,

- provision of environmental protection facilities and road infrastructure
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CONTENTS OF BUILDING DESIGN

and applicable documentation

Volume No Subject of design
LAND DEVELOPMENT DESIGN
1/01 Land development design
ARCHITECTURAL-BUILDING DESIGNS
2 ROADS
/01 Parking lots and manoeuvre roads
3 TRAFFIC MANAGEMENT
/01 Traffic management on parking lots
4 DRAINAGE
101 Storm drainage and purifying facilities
5 SANITARY UTILITIES
/101 Construction of water pipeline network
/02 Construction of sanitary sewerage system
6 ELECTRIC POWER UTILITIES
/01 Lighting of MOP area
/02 Construction of low voltage power line supplying structures
7 TELECOMMUNICATION UTILITIES
/01 Construction of telecommunication utilities
8 NOISE PROTECTION
/01 Noise barriers
9 PLANTING
/01 Design of planting
10 BUILDINGS
/01 Toilet building
/02 Roofing for rest areas
10 ENVIRONMENTAL IMPACT REPORT
11 GEOTECHNICAL CONDITIONS OF STRUCTURES FOUNDATION

This Architectural-Building Design refers to part: 5 SANITARY UTILITIES, 5/01 Construction of

water pipeline network.
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The scope and form of the building design comply with the requirements included in the Ordinance of
the Minister of Infrastructure of 3 July 2003 concerning detailed scope and form of building design (Dz.
U. no 120 item 1133) and in the Building Law Act of 07.07.1994 (Dz. U. no 89, item 414).

1.5. Opinions and agreements.
Copies of opinions, agreements, permits and other applicable documents were included in volume
1/01.

2. EXISTING CONDITION

In the vicinity of the designed MOP there is a water pipeline network of pipes PE 100 SDR 11 PN16
$110x10mm. The network is ended with a hydrant in point WCH1 in the vicinity of the designed road
Ch2 at km 0+836,0.

3. DESIGN SOLUTIONS

There was designed water pipeline of pipes PES80 SDR11 PN12,5 $110x10mm of length 169,0m. In
the point WCH1 the existing hydrant with gate valve DN80 shall be dismantled and installed at the
designed section past point WCHS3 at the end of the section — Hp z3. Past the point WCH2, past the
connection with the service line to the toilet building there was designed a shut-off flanged valve
DN100.

The service line supplying the toilet building was designed of pipes PES8O SDR11 PN12,5 ¢50x4,6mm
of length L=73,0m from the point WCH2. At the branch from the main water pipeline there was
designed a combined valve DN1” for house service lines with band and coupling for pipes PE80
¢50mm — z2.

The water service line was ended at main valve in the building.

Water to the place for bus sewage reception will be supplied by means of pipes PE80 SDR11 PN12,5
$32x3mm of length L=9,50m from the point WCH3. At the service line there was used a combined
valve DN1” for house service lines with band and coupling for pipes PE80 $50mm — Z4. Next to the
place for bus sewage reception there was designed a concrete pedestal in which a hydrant cabinet of
type 25 was set. In the cabinet there was installed a check valve DN25 with a coupling for a hose.
Before the pedestal there was additionally installed a shut-off valve DN1” — Z5 for welding.

4, MATERIALS USED FOR WORKS
Line pipes
There were used pipes PE80 SDI§11 PN12,5

- for main pipeline $110x10mm

- for services lines to toilet building $50x4,6mm

- for service lines to the place for bus sewage reception $32x3mm

(&)
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5. ASSEMBLY OF WATER PIPELINES

Pipes PE 80 SDR 11 of diameter 63 mm and less shall be connected by electric resistance welding.
Pipes PE 100 SDR 17 of diameter over 63 mm shall be connected by butt welding. The route of water
pipeline shall be changed by means of fittings and using elastic properties of plastic, preserving
adequate bending radius.

All works on assembly and laying of pipes in excavations shall be carried out in such a manner to avoid
contamination of the inside of the pipeline and occurrence of excessive stresses at sections of
pipelines. After laying the water pipeline in an excavation the depth and quality of laying shall be
examined.

Pipes shall be laid in accordance with the manufacturer’s instruction.

6. WATER PIPELINE FIXTURES

On the pipeline DN110 there were used flanged valves DN110.

On the service line DN50 to the toilet building there was used a combined valve DN 1” with band for
drilling and coupling for pipes PE $¢50mm produced by Hawile.

For service lines DN32 to the place for bus sewage reception there were used gate valves DN1” for
drilling and coupling for pipes PE $32mm produced by Hawle.

On the service line to the place for sewage reception, before the concrete pedestal, there was
designed a gate valve DN1” for house service lines for welding.

All gate valves were equipped with telescopic casing of the stem and a street box.

Next to the place for bus sewage reception there was designed concrete pedestal with a niche for
heat-insulated cabinet with a check valve DN25 and coupling for a hose.

The existing hydrant with gate valve DN8O will be relocated from point WCH1 past the point WCH3.

7. EARTHWORKS

The route of excavations shall be set out based upon the drawings and the location of bend points.
Excavations shall have vertical shored walls. Earthworks shall be carried out by hand under
supervision of the network’s user in accordance with PN-B-10736:1999 and PN-B-06050:1999 and in
accordance with the requirements and examination of the conditions of work safety.

Excavated soil shall be stored along the edge of shored excavation at the distance not less than 1.0m
from its edge to make a walkway along the excavation. The excavated soil shall be permanently
removed from the walkway.

Preparation of the excavation for laying the water pipeline includes grading of the excavation bottom to
the levels defined on the longitudinal profile (draw. no 3). The water pipeline shall be laid on compacted
20 cm thick sand bed. Pipes shall be backfilled with sand up to the height of 50 cm above the top of
the pipe, compacting the backfill on the sides of the pipe.

In order to drain the excavations there shall be additionally applied 15 c¢m thick filtration bed of all-in
aggregate or gravel with a drain of single-walled polypropylene pipes ¢ 5cm and drainage chambers in
the excavation bottom, spaced approx. each 50.0 m. Ground water shall be disposed from excavations

by means of membrane or diesel pumps outside the area of earthworks. On the backfill there shall be
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placed marking tape with an insert of aluminium foil. The remaining part of the excavation shall be
backfilled with loose soil without stones in 20 cm thick layers, with compaction of the subsequent
layers. Within the collecting road body the backfill shall be made according to the technology of road

works to the level of the designed road.

8. FINISHES

After assembling the water pipelines tightness tests shall be carried out at particular sections in
accordance with PN-B-10725 December 1997.

If the test has given positive results water pipelines shall be washed out and disinfected. After the test
water shall be discharged to nearby ditches and land niches. If particular sections are washed out with
chlorinated water they will not require chlorination.

After washing o ut water s amples s hall undergo b acteriological test carried out b y T erenowa Stacja
Sanitarno-Epidemiologiczna.

After the test the water pipeline section may be connected with the existing water pipeline nétwork by

means of fittings.
After the water pipeline has been laid in the excavation the as-built land survey inventory shall be

carried out. _
All works on reconstruction of water pipeline network shall be carried out under supervision of its

operator in accordance with binding regulations and standards.

9. CALCULATION FLOW OF WATER FOR STRUCTURES OF SERVICE AREA
- basis PN-92/B-01706

MOP | CHECHLO

e Toilet building
Demand for cold water:

- water closet bowl - 6pcs.x0,13=0,78 /s

- urinal - 2pcs.x0,30=0,601/s

- wash basin -10 pcs. x 0,07 = 0,70 I/s

- shower - 1pcs.x0,15=0,151/s

- water uptake valve with coupling for hose dn 0,15 -7 pcs. x 0,30 = 210 I/s
Total On = 4,331ls

Demand for hot water ,

- wash basin -10 pcs. x 0,07 = 0,70 I/s

- shower - 1pcs. x0,156=0,151/s
Total Un =0,851/s

Intotal Zq,= 5,18Vs
Q=0,4 (2qn)** + 0,48 [I/s]
Q=0,4x5,18" +0,48
Q=1,451s
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10.

COMMENTS
Works on construction of PE water pipeline shall be carried out in accordance with Technical
Conditions of Construction and Acceptance of Plastic Pipelines and with the manufacturer's
instructions;
The C ontractor s hall prepare in his own capacity the safety and health protection plan and the
methods statement, taking into account work safety (BHP) regulations according to Dz.U. 2003 no
47 item 401;
All works on reconstruction of water pipeline sections shall be carried out under supervision of the
network’s operator and in accordance with binding standards and regulations;
The network’s operators shall be notified about the commencement of assembly works at least 2
weeks earlier;
Prior to the commencement of works the Contractor shall notify the operators of other overhead
and underground utilities;
In places with considerable number of underground utilities there shall be carried out control
crosswise excavations to determine exactly the location of pipelines and possibly correct the route
of designied networks or provide special protections for pipelines if the distances between them are
too small and do not meet the requirements of regulations;
In case of encountéring during the works utilities that were not covered by the inventory they shall
be protected and the operator shall be notified;
All encountered power utilities shall be treated as live utilities, which cause the danger of electric
shock;
After the water pipeline has been assembled in the excavation, as built land survey inventory shall

be carried out.

Worked out by: mgr inz. Krystyna Gutdwska

o



